Chain Type Screen Unit

with Foreign Object Avoidance Mechanism

_ Specialized for
4 Combined Sewer

Easy

Installation and Maintenance

Simple

d  Structure with Less Components

..\, Protective

with Foreign Object-Avoidance Mechanism

Introducing the Unit Type Chain Screen - ideal for combined sewers. With
minimal components, it surpasses continuous belt screens in durability, even in
environments with large amount of sand. Our innovative foreign object
avoidance mechanism proactively prevents damage, making it resilient against
a substantial amount of sand or large foreign objects.
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Easy Maintenance

Lubrication is designed to only two points
with Auto-Greasing Units(A) for the drive
bearings. With chain guides managing
chain operation and the absence of
sprockets and bearings in the underwater
section, lubrication at the channel bottom
(B) is unnecessary.

The conventional Chain type screen may
breakdown if large foreign objects get
trapped, as the fixed rake can experience
excessive load. Our Foreign Avoidance
Mechanism prevents this issue by allowing
the rake to disengage from the chain's
path when overloaded, then returning to
its path once the obstruction passes.

- Specification

Foreign Object |
Avoidance Mechanism

| Easy Installation

The Chain Type Screen Unit Item ‘Specification a
will be delivered as Applicable Sewage System Compiied sysier ;
. pre-assembled Unit with all Separated system (sewage, rainwater)

" necessary components by Channel Width 1m-4m
which eliminates the time Channel Depth Less than 8 meters
and effort for on-site Bar Opening 15mm to 150mm
assembly. It will also Standard Angle of Inclination 70 degrees or 75 degrees

mam cffective for cost saving and Output Power 1.5kW + 2.2kW
| avoiding unexpected Frame, Chain guide, Sprocket |  SUS304

assembly failures. ¥ Specifications in the above scope of application are subject to change. When

considering the installation, please check the inflow conditions (presence of
foreign matter, etc.).
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